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'HANDLER A

MANUFACTURING COMPAMY, INC.

INSTRUCTIONS FOR USE OF
#21 CROWN SWAGER

Thank you for purchasing the Handler #21 Crown Swager. Opan the package and inspect ts contants.
The "Crown Swager® has bean inspected prior (o bein? shipped. Should damage have occurrad in
transit, contact the Ireight forwarder immediately, Do nol contact the shipper as the recelver ol a product
migsl file a damage claim il necessary.

Be certain to note any damage which may have aoccurred, and report it promptly to the forwarder.
Failure to file a claim in a timaly manner could result in the loss of your rights of recovery tor possible
dama%ea Should you require assistance, please contact Handler Manutacturing at: 1-808-233-7796
ar 1-B00-2/4-2635.

STEPS:

1, Fill concave die holder with a Blackoul campound type of matarnal

2. Place die with the foil in place in the center of a piece of plastic wrap so the ends of the plastic
wrap can be twisted around the dowel pin or tail piece of die.

3.  Position the wrapped die into the concave dia holder with the doweal pin or tail piece embadded
into the compound anough to hold the die in a vertical position.

4. Place the blank disk in the bottom of the compression cylinder.

5. Place tha concave die holder with dia in position into the inner chamber of the comprassion
cylindar, with tha die in the upright position.

&, Fill the compression cylinder with swagging :{blm:hnut compound to at least 1" above the top of
the die. Slide the swagging cylinder concave end first inlo the comprassion cylinder, which conlains
the swagging compaund

7. Drive the swagslgtin% cylinder into the compression cylinder with the aid of a rubber or fiber hammer,
This may take & - ¥ strokes. This will swag the foil around and to the prepared area of the die. Additicnal
strokes of the hammer may be necessary to complate this procedurs.

8.  Remowve swagging cylinder, Insert the ejection rod through the hole in the bottom of the compression
cylinder, Push against the blank disc 10 remoave the cancave die holder containing the swagged die
ush both the blank disc and the die holder from the compression cylinder.

4. Remove compound and plastic wrap from swagged die.

10.  The foil maltrix s ready for the next procedura.
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